




















The Original wwej=it® Weage Anchors

Key FEATURES/BENEFITS

B Time-Tested, Pr ven Reliability. An

Fgoo—
industry standard for over 45 years. ""’

B Fully Assembled and Ready to Use.

SPECIFICATIONS, APPROVALS AND LISTINGS

Unparalleled job-site convenience.

B BOLT SIZE IS HOLE SIZE® Allows precision placement
of equipment through pre-drilled holes.

B Exclusive “Positive Wedge Connections.” Minimizes
wedge loosening due to vibratory loads.

TyPE

Zinc Plating ASTM B-633, Type llI, SCI
WAy IR . ICBO-ES Report #1821

City of Los Angeles #RR 24939

DOT Please call Customer Service for

specific information by state.
Federal QQZ-325C, Type Il, Class 3
Specifications (Clear Chromate added)

FFS-325, Group Il, Type 4, Class 1

Maxivum TENSILE AND SHEAR CAPACITY FOR STATIC LOADS

LIMESTONE UNREINFORCED STONE AGGREGATE  ONCRETE UNREINFORCED
AGGREGATE ZIN PLATED ARBON STEEL LIGHTWEIGHT (IDEALITE)
Anchor | Embed- 2000 psi  |Embed- 3000 psi | 5000 psi ‘ 7000 psi Embed- 5000 psi




INSTALLATION INSTRUCTIONS - MOHAWK LIFTS

1. Drill the hole perpendicular to the work surface.* The drill bit diameter will be the same as the
anchor diameter that you are installing. To assure full holding power, do not ream the hole or allow
the drill to wobble. Ensure all holes are a minimum of 6 inches away from any
cracks, seams or defects in the concrete.

2. Drill the hole 1 diameter deeper than the intended embedment of the anchor, but not closer than
two diameters to the bottom (opposite) surface of the concrete.

3. Clean the hole using compressed air and a nylon brush. A clean hole is necessary for proper
performance.

4. For ease of installation, make certain that the spear heads are located up against the wedge
pockets.

5. Turn the nut onto the anchor until contact is made with the top of the spears and the bottom of
the washer. Insert anchor into hole.

6. Tap anchor into hole with a 2 %2 Ib. hammer until the washer rests solidly against the base plate.

7. Tighten the nut from 1 %2 to 3 turns past hand tight position to estimated installation torque below.
Use of an Impact wrench for Installation of the anchor is NOT recommended.

TORQUE VALUES

Anchor Drill Bit Estimated Minimum

Diameter (in) Diameter (in) Install Torque (ft-Ib) Embedment (in)

3/4 3/4 75 3

1 1 130 5%

INSPECTION & MAINTENANCE INSTRUCTIONS

1. Verify torque on anchors to 70 ft-lbs for 3/4 anchors and 120 ft-lbs for 1”
anchors for future/annual inspections.

* Always wear safety glasses. Follow the drill manufacturer’s safety
instructions. Use only solid carbide-tipped drill bits meeting ANSI B212.15

diameter standards as listed on back cover.
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